SYMBOL_SCHEDULE__

CENERAL

SYMBOLS

 SYMBOL

DESCRIPTION

— — o—

CONDUIT RUN CONCEALED ABOVE CEILINGS OR IN WALLS.
CONDUIT RUN CONCEALED IN OR BELOW FLOORS OR UNDERGROUND.
CONDUIT RUN EXPOSED. ‘
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CONDUIT TURNING UP
- ——-—e | CONDUIT TURNING DOWN
SQUARE ON CONDUIT SYMBOL INDICATES THAT CIRCUIT CONTINUES BUT NOT SWITCHLEG.
——3pp | HOMERUN TO PANEL AND CIRCUIT(S) DESIGNATED. ARROW(S) INDICATE QUANTITY OF CIRCUITS.
Q@ JUNCTION BOX PER N.E.C.
P> SPECIAL NOTE, NUMERALS IDENTIFY, SEE SCHEDULE.
@ SPECIAL CONNECTION TO A SPECIFIC ITEM OF EQUIPMENT. SEE CONNECTION SCHEDULE.
() MOTOR CONNECTION. RATING AS NOTED.
DISTRIBUTION ' |
SYMBOL | DESCRIPTION , . w
‘- ELECTRICAL PANELBOARD, FLUSH MOUNTED.
L ELECTRICAL PANELBOARD, SURFACE MOUNTED.
= CONTROL CABINET, FLUSH OR SURFACE MOUNTED.
Ch DISCONNECT SWITCH, NON=FUSIBLE.
Ph DISCONNECT SWITCH, FUSIBLE.
B DISCONNECT SWITCH PROVIDED WITH EQUIPMENT,
w—dn | GROUND CONNECTION.
LIGHTING -
SYMBOL | DESCRIPTION
| o FLUORESCENT LIGHTING FIXTURE, DRAWN TO SCALE.
| Y FLUORESCENT LIGHTING FIXTURE, CONNECTED TO AN EMERGENCY CIRCUIT (SWITCHED)

FLUORESCENT LIGHTING FIXTURE, UTILIZED AS A NIGHT-LIGHT. CONNECT TO THE UNSWITCHED
LEG OF THE CIRCUIT. ‘ ‘

FLUORESCENT LIGHTING FIXTURE, CONNECTED TO AN EMERGENCY CIRCUIT, CONNECT TO THE
UNSWITCHED LEG OF THE CIRCUIT.

BARE FLUORESCENT STRIP FIXTURE.
BARE FLUORESCENT STRIP FIXTURE CONNECTED TO AN EMERGENCY CIRCUIT. CONNECT TO
THE UNSWITCHED LEG OF THE CIRCUIT.

INCANDESCENT, HID OR COMPACT FLUORESCENT LIGHTING FIXTURE, CEILING MOUNTED.

INCANDESCENT, HID OR COMPACT FLUORESCENT LIGHTING FIXTURE, CONNECTED TO AN
EMERGENCY CIRCUIT OR EMERGENCY BALLAST.

INCANDESCENT, HID OR COMPACT FLUORESCENT LIGHTING FIXTURE. UTILIZED AS A
NIGHT—-LIGHT. CONNECT TO THE UNSWITCHED LEG OF THE CIRCUIT.

INCANDESCENT, HID OR COMPACT FLUORESCENT LIGHTING FIXTURE. CONNECTED TO AN
E&%@?%NCY CIRCUIT QR EMERGENCY BALLAST. CONNECT TO THE UNSWITCHED LEG OF THE

INCANDESCENT, HID OR COMPACT FLUORESCENT LIGHTING FIXTURE, WALL MOUNTED.

INCANDESCENT, HID OR COMPACT FLUORESCENT LIGHTING FIXTURE, WALL MOUNTED.
CONNECTED TO AN EMERGENGY CIRCUIT OR EMERGENCY BALLAST.

EXIT SIGN, CEILING MQUNTED. SHADING INDICATES FACE ORIENTATION. |
CONNECT TO THE UNSWITCHED LEG OF THE CIRCUIT,

EXIT SIGN, WALL MOUNTED. SHADING INDICATES FACE ORIENTATION,
CONNECT TO THE UNSWITCHED LEG OF THE CIRCUIT.

%&gRgg%CYT BATTERY PACK FIXTURE, CEILING MOUNTED. CONNECT TO UNSWITCHED LEG OF
. CIRCUIT.

%?&%%?%NCY BATTERY PACK FIXTURE, WALL MOUNTED. CONNECT TO UNSWITCHED LEG OF THE

PROVIDE ARROWS AS
SHOWN ON PLAN
BESIDE SYMBOL

WIRING DEVICES

LA = S NREMOVE EXISTING =
LEAVGAE = EXHAUST FAN S T
ELECTRICAL CONNECfiON RV RV
T %v %v %v
\// V REMOVE e —
& EXISTING AHU VAT
ELECTRICAL CONNECTION
N (77 / }

/3 MEZZANINE FLOOR PLAN — DEMOLITION

ET1El) SCALE: 1/8" =1"-0"

DEMOLITION NOTES:
1. ELECTRICAL MATERIALS WHICH ARE BEING REMOVED, UNLESS OTHERWISE
INDICATED, SHALL BE COME THE PROPERTY OF THE CONTRACTOR.

2. ALL ELECTRICAL CONDUIT WHICH IS ABANDONED SHALL EITHER BE REMOVED
COMPLETELY OR MECHANICALLY AND ELECTRICALLY SECURED. CONDUCTORS SHALL
BE REMOVED BACK TO POINT OF SUPPLY.

3. WHERE DEVICES ARE REMOVED, CIRCUIT WIRING AND CONDUIT SHALL BE
REWORKED AS REQUIRED TO PERMIT REMAINING DEMCES TO CONTINUE TO FUNCTION
AS NECESSARY.

4. ALL EXISTING ELECTRICAL DEVICES AND EQUIPMENT NOT SHOWN AS BEING
ABANDONED SHALL BE RECONNECTED.

5. MATERIALS NOTED TO BE REUSED IN THE NEW WORK SHALL BE CLEANED,
REPAIRED [F NECESSARY, MODIFIED IF REQUIRED, PREPARED FOR REUSE AND STORED
AND PROTECTED ON THE SITE.

6.  TEMPORARY CONNECTIONS SHALL BE PROVIDED TO ALLOW UNINTERRUPTED
CONTINUANCE OF BUILDING SERVICES AND FUNCTIONS DURING THE PERIOD OF
CONSTRUCTION AND ALTERATIONS EXCERPT AS SCHEDULED. ALL INTERRUPTIONS
SHALL BE SCHEDULED AND MUST HAVE PRIOR APPROVAL FROM THE OWNER.

7. RELOCATE ANY EXISTING CONDUITS, CONDUCTORS, FIXTURES AND OUTLETS AS
INDICATED BY THE DRAWINGS.

8. BACKBOXES OF QUTLETS AND SWITCHES SHOWN TO BE REMOVED FROM WALLS
AND FLOORS REMAINING SHALL BE REMOVED AND THE WALLS AND FLOORS
PROPERLY PATCHED.

9.  WHERE NEW WALL FINISHES REQUIRE ADDITIONAL BOX DEPTH, PROVIDE OUTLET
BOX EXTENSIONS OF THE NECESSARY DEPTH.

10. ALL ELECTRICAL PANELS AFFECTED BY THIS WORK SHALL HAVE THEIR PANEL
DIRECTORIES UPDATED. ELECTRICAL. CONTRACTOR SHALL PROVIDE A TYPED UPDATED
PANEL DIRECTORY FOR EVERY PANEL WHERE ELECTRICAL LOAD IS REMOVED OR
ADDED BY THIS WORK.

SYMBOL | DESCRIPTION i , 1 ,
9 DUPLEX RECEPTACLE, 125V, 3~WIRE GROUNDING TYPE.
*Bar | DUPLEX RECEPTACLE, GROUND FAULT CIRCUIT INTERRUPTING.
%, | DUPLEX GFCI RECEPTACLE. PROVIDE WITH OPERABLE, IN~USE WEATHERPROOF COVER.
S LIGHT SWITCH, SINGLE-POLE,
S3 LIGHT SWITCH, 3-WAY,
SS WHERE TWO SWITCHES ARE SHOWN CONTROLLING A SINGLE OR COMMON GROUP OF
FLUORESCENT LIGHTING FIXTURES, EACH WITH 3 OR MORE LAMPS, THE SWITCH CLOSEST TO
THE DOOR SHALL CONTROL THE INNER LAMP(S) IN EACH FIXTURE, AND THE OTHER SWITCH
SHALL CONTROL THE OUTER LAMPS IN EACH FIXTURE. WHERE INDICATED, MASTER-SLAVE
BALLAST WIRING SHALL BE UTILIZED TO ACHIEVE THIS CONTROL.
St PROGRAMMABLE LIGHT SWITCH, WALL MOUNTED.
@ OCCUPANCY SENSOR, CEILING MOUNTED. PROVIDE WITH 10 FEET WHIP TO ALLOW FIELD
ADJUSTMENT OF LOCATION. COORDINATE EXACT LOCATION WITH
MANUFACTURERS RECOMMENDATION.
MOUNTING HEIGHTS
(DISTANCE FROM FINISHED FLOOR TO CENTER OF DEVICE UNLESS OTHERWISE NOTED)
RECEPTA( 4‘
GENERAL 18" AFF. (UNLESS OTHERWISE NOTED

ABOVE COUNTER TOP
GHT S

GENERAL

ABOVE COUNTER TOP

46" AFF. (UNLESS OTHERWISE NOTE‘D%
46" AFF. (UNLESS OTHERWISE NOTED)

18" AFF. (UNLESS OTHERWISE NOTED)
46” AFF. (UNLESS OTHERWISE NOTED)

WALL 46" AFF.

JELEVISION 18" AFF. (UNLESS OTHERWISE NOTED)

ABBREVIATIONS

A AMPERES KW KILOWATTS

ACC ARMORED CLAD CABLE LFMC LIQUIDTIGHT FLEXIBLE METALLIC CONDUIT

AFF ABOVE FINISHED FLOOR LVC LOW VOLTAGE CONTROL CABINET

AFG ABOVE FINISHED GRADE MCB MAIN CIRCUIT BREAKER

ANN FIRE ALARM ANNUNCIATOR CABINET  MCC METAL CLAD CABLE

c CONDUIT MLO MAIN LUGS ONLY

B CIRCUIT BREAKER MTD MOUNTED

CKT CIRCUIT NMC NON-METALLIC CLAD CABLE

CLG CEILING PB PULLBOX

DN DOWN PNL PANELBOARD

DW DISHWASHER PRS PROGRAM RAPID START

EC EMPTY CONDUIT PS PROGRAM START

EMT ELECTRICAL METALLIC TUBING PWR POWER

ENT ELECTRICAL NON-METALLIC TUBING  REC RECEPTACLE

EWC ELECTRIC WATER COOLER RMC RIGID METAL CONDUIT

FACP FIRE ALARM CONTROL PANEL RS RAPID START

FMC FLEXIBLE METAL CONDUIT sC FIRE ALARM PULL STATION
GROUND 4 SW SWITCH

GFl GROUND FAULT INTERRUPTER SWBD SWITCHBOARD

HOA HAND OFF AUTOMATIC T8 TELEPHONE TERMINAL BOARD

HP HORSEPOWER TEL TELEPHONE

HPF HIGH POWER FACTOR ™v TELEVISION

HX HIGH REACTANCE TYP TYPICAL

IG ISOLATED GROUND v VOLTS

IMC INTERMEDIATE METAL CONDUIT VP VAPOR PROOF

IS INSTANT START WM WALL MOUNTED

JB JUNCTION BOX WG WIRE GUARD

KVA KILOVOLT—~ AMPERES wp WEATHER PROOF

FPN FUSE PER NAMEPLATE XFMR TRANSFORMER
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/7 UPPER LEVEL FLOOR PLAN — DEMOLITION
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SCALE: 1/8" =1'-0"

NOTES:
@ DISCONNECT EXISTING FAN COIL UNIT CIRCUIT.
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REMOVE PANEL PA
REMOVE PANEL PA2
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DATE | APPROVED

EXISTING METER
EXISTING SERVICE SWITCH TO REMAIN

EXISTING CT CABINET AND SERVICE MAST TO REMAIN
/EXISTING STEAM PIT PANEL TO REMAIN
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/1 LOWER F

LOOR PLAN — DEMOLITION

SCALE: 1/8"
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DEMOLITION LEGEND

RV — EXISTING TO BE REMOVED (WIRE AND CONDUIT)
RP — EXISTING TO BE REPLACED (DEVICE ONLY)
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