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ENERAL DEMOLITION NOTES

G;

10.

1.

SELECTIVE ELECTRICAL DEMOLITION SHALL BE PROVIDED BY THE ELECTRICAL CONTRACTOR AS
DESCRIBED HEREIN AND AS SHOWN ON THE CONTRACT DRAWINGS. GROSS DEMOLITION WILL BE
PROVIDED BY THE GENERAL CONTRACTOR. ' IDENTIFY ACTIVE UTILITIES, AND AT THE APPROPRIATE TIME,
DISCONNECT AND CAP OFF SUCH UTILITIES AND PROVIDE EXPERIENCED PERSONNEL ON SITE DURING
GENERAL CONTRACTOR DEMOLITION OPERATIONS TO PERFORM SUCH OPERATIONS AND RESOLVE
ISSUES. REMOVE MATERIALS NOTED FOR SALVAGE AND REUSE. IDENTIFY AND MARK WIRING AND
DEVICES TO REMAIN FOR THE GENERAL CONTRACTOR.

THE ELECTRICAL CONTRACTOR SHALL REVIEW THE ARCHITECTURAL, MECHANICAL, PLUMBING AND
ELECTRICAL DRAWINGS AND SPECIFICATIONS FOR DEMOLITION REQUIREMENTS AND CARRY OUT HIS
WORK IN A COMPATIBLE AND COMPLEMENTARY MANNER. REMOVE ALL WIRING DEVICES, BOXES,
FIXTURES, EXPOSED ABANDONED RACEWAYS, HANGARS, ETC., AND THOSE MADE OBSOLETE BY THESE
ALTERATIONS AND AS SHOWN ON THE ELECTRICAL DRAWINGS. ALL ITEMS TO BE REMOVED OR MODIFIED
MAY NOT BE SHOWN, HOWEVER, THIS CONTRACTOR SHALL REMOVE ANY ELECTRICAL WORK AS REQUIRED
BY THE CONSTRUCTION OR AS DIRECTED BY THE OWNER OR ARCHITECT/ENGINEER. SURVEY THE
AFFECTED AREAS BEFORE SUBMITTING A BID AS ALL EXISTING CONDITIONS CANNOT BE COMPLETELY
DEPICTED ON THE DRAWINGS AND SOME UNUSUAL CONDITIONS MAY EXIST.

REMOVE, RELOCATE, AND EXTEND EXISTING INSTALLATIONS TO ACCOMMODATE NEW CONSTRUCTION.
ALL EXISTING ELECTRICAL EQUIPMENT SHALL REMAIN UNLESS SPECIFICALLY NOTED TO BE REMOVED.
VERIFY FIELD MEASUREMENTS AND CIRCUITING ARRANGEMENTS ARE AS SHOWN ON DRAWINGS.
VERIFY THAT ABANDONED WIRING AND EQUIPMENT SERVE ONLY ABANDONED FACILITIES.

DISCONNECT AND/OR DE-ENERGIZE ELECTRICAL SYSTEMS IN WALLS, FLOORS, AND CEILINGS SCHEDULED
FOR REMOVAL.

PROVIDE TEMPORARY AND/OR PERMANENT WIRING AND CONNECTIONS AS SHOWN AND/OR AS REQUIRED
BY CONDITIONS TO MAINTAIN EXISTING SYSTEMS IN SERVICE DURING CONSTRUCTION. WHEN WORK MUST
BE PERFORMED ON ENERGIZED EQUIPMENT OR CIRCUITS, AND WHEN SUCH WORK IS SPECIFICALLY
APPROVED BY THE OWNER AND PERMITTED BY REGULATORY AUTHORITIES, USE PERSONNEL
EXPERIENCED IN SUCH OPERATIONS.

EXISTING ELECTRICAL SERVICE: COORDINATE POWER OUTAGES WITH THE OWNER. MAINTAIN EXISTING
SYSTEMS IN SERVICE. DISABLE SYSTEMS ONLY TO MAKE SWITCHOVERS AND CONNECTIONS. OBTAIN
PERMISSION FROM THE OWNER AT LEAST 24 HOURS BEFORE PARTIALLY OR COMPLETELY DISABLING
SYSTEM. MINIMIZE OUTAGE DURATION. MAKE TEMPORARY CONNECTIONS TO MAINTAIN SERVICE IN AREAS
ADJACENT TO WORK AREA.

WHERE ELECTRICAL SYSTEMS PASS THROUGH THE DEMOLITION AREAS TO SERVE OTHER PORTIONS OF
THE PREMISES, THEY SHALL BE PROTECTED FROM DAMAGE AND REMAIN OR BE SUITABLY RELOCATED
UTILIZING MATCHING SIZE AND TYPE MATERIALS AND THE SYSTEM RESTORED TO NORMAL OPERATION.
ADVISE THE ARCHITECT/ENGINEER IMMEDIATELY IF SUCH CONDITIONS ARE UNCOVERED BEFORE
PROCEEDING WITH ADDITIONAL WORK.

MAINTAIN ACCESS TO EXISTING ELECTRICAL INSTALLATIONS WHICH REMAIN ACTIVE. MODIFY
INSTALLATION OR PROVIDE ACCESS PANEL AS APPROPRIATE.
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ENDS OF ALL CONDUITS TO REMAIN SHALL BE TIGHTLY PLUGGED TO EXCLUDE DUST AND MOISTURE WHILE
THE BUILDING IS UNDER RENOVATION.

PROTECT EXISTING CIRCUITS TO REMAIN AND EXTEND AS REQUIRED UTILIZING MATCHING CONDUCTORS
AND CONDUIT SIZE AND TYPE.

SECURE ALL CIRCUITS, RACEWAYS, CABLE AND CONDUCTORS THAT, AS A RESULT FROM THIS
CONSTRUCTION, ARE ABANDONED OR UNUSED. REMOVE UNUSED EXPOSED CONDUIT AND WIRING BACK
TO POINT OF CONCEALMENT INCLUDING ABANDONED CONDUIT ABOVE ACCESSIBLE CEILINGS. REMOVE
UNUSED WIRING IN CONCEALED CONDUITS BACK TO SOURCE OR NEAREST POINT OF USAGE. BLANK
ABANDONED KNOCKOUTS IN REMAINING BOXES. INSTALL BLANK PLATES FOR ALL UNUSED OUTLETS THAT
WILL REMAIN AS A RESULT OF THIS CONSTRUCTION. ALL SUCH WORK SHALL BE IN STRICT ACCORDANCE
WITH ALL APPLICABLE CODES AND ORDINANCES.

TRACE OUT EXISTING WIRING THAT IS TO BE REMOVED AND PERFORM THE REMOVAL WORK AS REQUIRED
FOR A COMPLETE OPERATING AND SAFE SYSTEM.

RECONNECT EXISTING CIRCUITS SEPARATED AS A RESULT OF THIS CONSTRUCTION.

COORDINATE WITH THE OTHER TRADES, PRIOR TO BID, AND INCLUDE IN THE BASE BID THE ELECTRICAL
DISCONNECTION OF ANY EQUIPMENT BEING DEMOLISHED, EVEN IF NOT EXPLICITLY SHOWN. UNLESS
NOTED OTHERWISE, REMOVE ALL DEMOLISHED EQUIPMENT FROM THE PROPERTY AND IDENTIFIED IN THE
ELECTRICAL DRAWINGS.

THESE DRAWINGS ARE COMPILED BY THE ARCHITECT/ENGINEER FROM THE OWNER'S RECORD DRAWINGS

AND LIMITED FIELD VERIFICATION OF EXISTING CONDITIONS FOR THE PURPOSE OF INDICATING THE WORK

REQUIRED AND ARE BELIEVED TO BE CORRECT. NOTWITHSTANDING, THE CONTRACTOR SHALL VERIFY ALL
CIRCUITS, WIRING, CONDUIT, DIMENSIONS, POINTS OF ACCESS AND ALL FIELD CONDITIONS AFFECTING HIS
WORK. BEGINNING OF DEMOLITION MEANS THE CONTRACTOR ACCEPTS EXISTING CONDITIONS.

SEE GENERAL NOTES FOR ADDITIONAL REQUIREMENTS.

ELECTRICAL CONTRACTOR SHALL PERFORM THE FOLLOWING BEFORE ANY DEMOLITION WORK IS STARTED:

» ALL DATA OUTLETS, CABLE OUTLETS, TELEPHONE OUTLETS AND PUBLIC ADDRESS AND FIRE ALARM

SYSTEMS LOCATED IN THE AREA OF CONSTRUCTION SHALL BE TESTED TO VERIFY WORKING CONDITION,
INDICATE AND NOTIFY UNCW REPRESENTATIVE OF ALL INOPERABLE DEVICES. IF INOPERABLE DEVICE LIST
IS NOT PROVIDED, IT WILL INDICATE ALL DEVICES WERE OPERABLE PRIOR TO DEMOLITION AND
CONTRACTOR ASSUMES RESPONSIBILITY TO REPAIR INOPERABLE DEVICES LOCATED IN THE
CONSTRUCTION AREA BEFORE THE COMPLETION OF THIS PROJECT.

ALL DEVICES MAY NOT BE INDICATED ON THE DEMOLITION DRAWINGS, UNLESS EQUIPMENT OR DEVICES

- ARE SPECIFICALLY INDICATED TO BE DEMOLISHED OR REMOVED THE CONTRACTOR SHALL PROTECT IN

PLACE. IF EQUIPMENT OR DEVICES ARE LOCATED IN AN AREA BEING DEMOLISHED AND WILL HAVE TO BE
REMOVED THE CONTRACTOR SHALL COORDINATE WITH THE ARCHITEC/ENGINEER FOR DIRECTION ON
REMOVING OR RELOCATING THIS EQUIPMENT OR DEVICE.

DEMOLITION KEYNOTES

@ RECEPTACLE: DISCONNECT AND REMOVE RECEPTACLE AND ALL ASSOCIATED HARDWARE, REMOVE

CONDUIT AND CONDUCTORS COMPLETE TO SOURCE AND LABEL BREAKER AS SPARE. IF ADDITIONAL
LOADS ARE ARE PRESENT ON CIRCUIT, REMOVE CONDUIT AND CONDUCTORS TO NEAREST POINT OF
USE, ALL DOWN STREAM DEVICES SHALL REMAIN OPERATIONAL AFTER DEMOLITION.

VOICE/DATA OUTLET: DISCONNECT AND REMOVE DATA OUTLET AND ALL ASSOCIATED HARDWARE,
REMOVE CONDUIT AND DATA CABLE COMPLETE TO SOURCE.

SURFACE RACEWAY: DISCONNECT AND REMOVE RACEWAY AND ALL ASSOCIATED HARDWARE, REMOVE
CONDUIT AND CONDUCTORS COMPLETE TO SOURCE AND LABEL BREAKER AS SPARE. IF ADDITIONAL
LOADS ARE ARE PRESENT ON CIRCUIT, REMOVE CONDUIT AND CONDUCTORS TO NEAREST POINT OF
USE, ALL DOWN STREAM DEVICES SHALL REMAIN OPERATIONAL AFTER DEMOLITION.

PROJECTOR PAN: ELECTRICAL CONTRACTOR SHALL COORDINATE WITH UNCW'S ITS DEPARTMENT TO
DISCONNECT AND REMOVE THE CEILING PROJECTOR PAN. REMOVE CABLE COMPLETE TO SOURCE.

EQUIPMENT: DISCONNECT AND REMOVE CONDUIT AND CONDUCTORS COMPLETE TO SOURCE AND LABEL
BREAKER AS SPARE.

@ DEVICE: PROTECT AND MAINTAIN ALL DEVICES LOCATED IN AND AROUND THE AREA OF DEMOLITION AND

MAINTAIN THE EXISTING SYSTEM IN SERVICE UNTIL THE CONSTRUCTION {S COMPLETE. AFTER
CONSTRUCTION IS COMPLETE VERIFY DEVICES ARE WORKING PROPERLY.

WORK THIS AREA
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