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SECTION 233423 - HVAC POWER VENTILATORS

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

1.6

1.7

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1. In-line centrifugal fans.

PERFORMANCE REQUIREMENTS

Project Altitude: Base fan-performance ratings on actual Project site elevations.
Operating Limits: Classify according to AMCA 99.

ACTION SUBMITTALS

Product Data: For each type of product indicated. Include rated capacities, operating
characteristics, and furnished specialties and accessories. Also include the following:

Certified fan performance curves with system operating conditions indicated.
Certified fan sound-power ratings.

Motor ratings and electrical characteristics, plus motor and electrical accessories.
Material thickness and finishes, including color charts.

Dampers, including housings, linkages, and operators.

kW=

Delegated-Design Submittal: For unit hangars and supports indicated to comply with
performance requirements and design criteria, including analysis data signed and sealed by the
qualified professional engineer responsible for their preparation.

INFORMATIONAL SUBMITTALS

Field quality-control reports.

CLOSEOUT SUBMITTALS

Operation and Maintenance Data: For power ventilators to include in emergency, operation, and
maintenance manuals.

MAINTENANCE MATERIAL SUBMITTALS

Furnish extra materials that match products installed and that are packaged with protective
covering for storage and identified with labels describing contents.

1. Belts: One set(s) for each belt-driven unit.
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1.8

A.

B.

C.

1.9

A.

B.

QUALITY ASSURANCE

Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by
a qualified testing agency, and marked for intended location and application.

AMCA Compliance: Fans shall have AMCA-Certified performance ratings and shall bear the
AMCA-Certified Ratings Seal.

UL Standards: Power ventilators shall comply with UL 705. Power ventilators for use for
restaurant kitchen exhaust shall also comply with UL 762.

COORDINATION
Coordinate size and location of structural-steel support members.

Coordinate sizes and locations of roof curbs, equipment supports, and roof penetrations with
actual equipment provided.

PART 2 - PRODUCTS

2.1

A.

B.

2.2

A.

B.

IN-LINE CENTRIFUGAL FANS

Housing: Split, spun aluminum with aluminum straightening vanes, inlet and outlet flanges, and
support bracket adaptable to floor, side wall, or ceiling mounting.

Capacities and Characteristics: Refer to schedule on design drawings.
SOURCE QUALITY CONTROL

Certify sound-power level ratings according to AMCA 301, "Methods for Calculating Fan
Sound Ratings from Laboratory Test Data." Factory test fans according to AMCA 300,
"Reverberant Room Method for Sound Testing of Fans." Label fans with the AMCA-Certified
Ratings Seal.

Certify fan performance ratings, including flow rate, pressure, power, air density, speed of
rotation, and efficiency by factory tests according to AMCA 210, "Laboratory Methods of
Testing Fans for Aerodynamic Performance Rating." Label fans with the AMCA-Certified
Ratings Seal.

PART 3 - EXECUTION

3.1

A.

B.

C.

INSTALLATION
Install power ventilators level and plumb.

Support suspended units from structure using threaded steel rods and elastomeric hangers
having a static deflection of 1 inch.

Install units with clearances for service and maintenance.
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D.

32

33

Label units according to requirements specified in Section 230553 "Identification for HVAC
Piping and Equipment."

CONNECTIONS

Drawings indicate general arrangement of ducts and duct accessories. Make final duct
connections with flexible connectors. Flexible connectors are specified in Section 233300 "Air
Duct Accessories."

Install ducts adjacent to power ventilators to allow service and maintenance.

Ground equipment according to Section 260526 "Grounding and Bonding for Electrical
Systems."

Connect wiring according to Section 260519 "Low-Voltage Electrical Power Conductors and
Cables."

FIELD QUALITY CONTROL

Perform tests and inspections.

1. Manufacturer's Field Service: Engage a factory-authorized service representative to
inspect components, assemblies, and equipment installations, including connections, and

to assist in testing.

Test and adjust controls and safeties. Replace damaged and malfunctioning controls and
equipment.

Prepare test and inspection reports.

ADJUSTING

Adjust damper linkages for proper damper operation.
Adjust belt tension.

Comply with requirements in Section 230593 "Testing, Adjusting, and Balancing for HVAC"
for testing, adjusting, and balancing procedures.

Replace fan and motor pulleys as required to achieve design airflow. Lubricate bearings.

END OF SECTION 233423
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