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SECTION 238239.19 - WALL UNIT HEATERS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes wall heaters with propeller fans and electric-resistance heating coils.

1.3 ACTION SUBMITTALS

A. Product Data: For each type of product.

1. Include rated capacities, operating characteristics, furnished specialties, and accessories.

1.4 CLOSEOUT SUBMITTALS

A. Operation and Maintenance Data: For wall and ceiling unit heaters to include in emergency, 
operation, and maintenance manuals.

PART 2 - PRODUCTS

2.1 DESCRIPTION

A. Assembly including chassis, electric heating coil, fan, motor, and controls. Comply with 
UL 2021.

B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by 
a qualified testing agency, and marked for intended location and application.

2.2 CABINET

A. Front Panel: Stamped-steel louver, with removable panels fastened with tamperproof fasteners.

B. Finish: Baked enamel over baked-on primer with manufacturer's standard color selected by 
Architect, applied to factory-assembled and -tested wall and ceiling heaters before shipping.

C. Airstream Surfaces: Surfaces in contact with the airstream shall comply with requirements in 
ASHRAE 62.1.

D. Surface-Mounted Cabinet Enclosure: Steel with finish to match cabinet.

2.3 COIL

A. Electric-Resistance Heating Coil: Nickel-chromium heating wire, free from expansion noise and 
60-Hz hum, embedded in magnesium oxide refractory and sealed in corrosion-resistant metallic 
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sheath. Terminate elements in stainless-steel, machine-staked terminals secured with stainless-
steel hardware, and limit controls for high-temperature protection.

2.4 FAN AND MOTOR

A. Fan: Aluminum propeller directly connected to motor.

B. Motor: Permanently lubricated. Comply with requirements in Section 230513 "Common Motor 
Requirements for HVAC Equipment."

2.5 CONTROLS

A. Controls: Unit-mounted thermostat.

B. Electrical Connection: Factory wire motors and controls for a single field connection.

2.6 CAPACITIES AND CHARACTERISTICS

A. Refer to schedule on design drawings.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine areas to receive wall and ceiling unit heaters for compliance with requirements for 
installation tolerances and other conditions affecting performance of the Work.

B. Examine roughing-in for electrical connections to verify actual locations before unit-heater 
installation.

C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION

A. Install wall unit heaters to comply with NFPA 90A. Install wall unit heaters level and plumb.

B. Ground equipment according to Section 260526 "Grounding and Bonding for Electrical 
Systems."

C. Connect wiring according to Section 260519 "Low-Voltage Electrical Power Conductors and 
Cables."

END OF SECTION 238239.19


	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes wall heaters with propeller fans and electric-resistance heating coils.

	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product.

	1.4 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data: For wall and ceiling unit heaters to include in emergency, operation, and maintenance manuals.


	PART 2 -  PRODUCTS
	2.1 DESCRIPTION
	A. Assembly including chassis, electric heating coil, fan, motor, and controls. Comply with UL 2021.
	B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.

	2.2 CABINET
	A. Front Panel: Stamped-steel louver, with removable panels fastened with tamperproof fasteners.
	B. Finish: Baked enamel over baked-on primer with manufacturer's standard color selected by Architect, applied to factory-assembled and -tested wall and ceiling heaters before shipping.
	C. Airstream Surfaces: Surfaces in contact with the airstream shall comply with requirements in ASHRAE 62.1.
	D. Surface-Mounted Cabinet Enclosure: Steel with finish to match cabinet.

	2.3 COIL
	A. Electric-Resistance Heating Coil: Nickel-chromium heating wire, free from expansion noise and 60-Hz hum, embedded in magnesium oxide refractory and sealed in corrosion-resistant metallic sheath. Terminate elements in stainless-steel, machine-staked terminals secured with stainless-steel hardware, and limit controls for high-temperature protection.

	2.4 FAN AND MOTOR
	A. Fan: Aluminum propeller directly connected to motor.
	B. Motor: Permanently lubricated. Comply with requirements in Section 230513 "Common Motor Requirements for HVAC Equipment."

	2.5 CONTROLS
	A. Controls: Unit-mounted thermostat.
	B. Electrical Connection: Factory wire motors and controls for a single field connection.

	2.6 CAPACITIES AND CHARACTERISTICS
	A. Refer to schedule on design drawings.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine areas to receive wall and ceiling unit heaters for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	B. Examine roughing-in for electrical connections to verify actual locations before unit-heater installation.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. Install wall unit heaters to comply with NFPA 90A. Install wall unit heaters level and plumb.
	B. Ground equipment according to Section 260526 "Grounding and Bonding for Electrical Systems."
	C. Connect wiring according to Section 260519 "Low-Voltage Electrical Power Conductors and Cables."



