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THIS INCLUDES LENS, COLORS, REFLECTORS, PHOTOMETRICS, HOUSING MATERIAL, FINISHES, ETC. ALL
H.  ANY FIXTURE WITH THE TEXT "NL" ADJACENT TO IT SHALL INDICATE THAT THAT FIXTURE IS A NIGHT LIGHT (24HR LIGHT). THE FIXTURE SHALL BE
CONNECTED TO THE UNSWITCHED HOT LEG OF THE INDICATED CIRCUIT.
ACRYLIC PRISMATIC LENSES SHALL BE 0.156" NOMINAL MINIMUM THICKNESS.
ALL EXIT AND EMERGENCY FIXTURES SHALL COMPLY WITH NCSBC STANDARDS AND HAVE AUTOMATIC TESTING DEVICES.
LED EMERGENCY BATTERY SHALL PROVIDE 1400 MINIMUM LUMENS OUTPUT FROM 1 LAMP FOR 90 MINUTES MINIMUM.
LED MODULES SHALL BE REPLACEABLE.
ELECTRICAL CONTRACTOR SHALL RECEIVE APPROVAL FOR ALL LIGHTING FIXTURES FROM OWNER PRIOR TO PURCHASE AND ROUGH-IN.
ALL LIGHTING FIXTURES PENETRATING RATED FLOOR/CEILING ASSEMBLY SHALL BE PROVIDED WITH ACCESSORIES TO MAINTAIN ASSEMBLY FIRE RATING.
THE ABOVE FIXTURE TYPES ARE LISTED AS THE DESIGN BASIS.
PROVIDE MANUFACTURER INSTALLED NEC 2014 ARTICLE 410.130 (G) COMPLIANT DISCONNECTING MEANS FOR ALL APPLICABLE FIXTURES.
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A, AMP AMPERE LP LIGHTING PANEL, LIGHT POLE
SYMBOL DESCRIPTION
EXlSTI N G 2000A SE RVIC E QEZ ABOVE FINISHED FLOOR ll\.n"I;:G LIGHTING
Voltage Phase WALL MOUNTED LED WALL PACK EXTERIOR LIGHT FIXTURE | ABOVE FINISHED GRADE B MAIN CIRCUIT BREAKER
480 3 S SEE PLAN E-201 FOR FIXTURE TYPE AR AIR HANDLING UNIT McC MOTOR CONTROL CENTER
EXISTING DEMAND LOAD AIC AMPERE INTERRUPTING CAPACITY MCP MOTOR CIRCUIT PROTECTOR
(DETERMINED BY 1 YEAR POWER BILLS) 696,000 ﬁ;/rvse AUTOMATIC TRANSFER SWITCH MEQ A P RIDYTION PANEL
ASSUMED POWER FACTOR OF .8 870,000 A EMERGEN(EY LIGHTING UNIT, 2-HEAD WITH BATTERY BACK-UP, WALL MOUNTED, "NOT BOF BA:\)AE_F(;%AS:‘Q:?(ESQ&JGE MH mﬁmggﬁgTURER
Existing Demand AMPS TR SWITCHED", LETTER INDICATES WET LOCATION, SEE PLAN E-201 FOR FIXTURE TYPE BRKR DREAKER MLO MAIN LUGS ONLY
125% ( PER NEC 220.87 1,308 | C, CND CONDUIT MTD MOUNTED
x 125% ( ) CAB CABINET MTG MOUNTING D
}g (X)EXIT SIGN W/EMERGENCY LIGHTING UNIT, WALL/END MOUNTED CAT CATALOG MTS MANUAL TRANSFER SWITCH
Largest Motor Approx. Amps 21 CL CHLORINE Mv MEDIUM VOLTAGE
Largest Motor Approx. Amps x .25 5 CcB CIRCUIT BREAKER N, NEUT NEUTRAL
ggV CLOSED CIRCUIT TELEVISION mé NOT APPLICABLE
HVAC 30A/3/3R,| DISCONNECT SWITCH, FUSED, HEAVY DUTY, SIZE AS INDICATED ON DRAWINGS LG CIRCUIT NEC ﬁfﬁ“éﬁkiye?é%?ﬁ?c CODE
CCCO01 15HP FAN W/ 30AF ##A = DISCONNECT SIZE / # = NUMBER OF POLES / # = NEMA RATING, CEILING
cc = CcP CONTROL PANEL NIC NOT IN CONTRACT
C01 7.5HP FAN Y HH#AF = FUSE SIZE oR NL NIGHT LIGHT
o001 16KW BASIN HEATER CONTROL RELAY, CORROSION RESISTANT
Cs CONTROL SWITCH NO NORMALLY OPEN
CCCO1 10HP SPRAY PUMP "Equip® g\T/ CONTROL VALVE :;ns NOT TO SCALE
gug?‘a: :zﬁg gema“g m\él“; COMBINATION STARTER WITH CIRCUIT BREAKER DISCONNECT, FULL VOLTAGE, cu gg‘;g&gT TRANSFORMER PA ES;E o ADDRESS
ub-Tota eman -
o NON-REVERSING, 600V, 3P, NEMA 3R, SIZE AS INDICATED ON DRAWINGS EF R FAN PB PULL BOX, PUSH-BUTTON
EQUIPMENT NEMA # EMER EMERGENCY PF POWER FACTOR
EMT ELECTRICAL METALLIC TUBING PH, ¢ PHASE
HEAT TRACE . ENCL ENCLOSURE PLC PROGRAMMABLE LOGIC CONTROLLER
PUMP HEATERS RECEPTACLE, DUPLEX, 120VAC, 20A, MOUNTED 24" AFF, UNLESS OTHERWISE NOTED. EQUIP EQUIPMENT PNL PANEL
CHEM FEED PUMP @ WP - LISTED WEATHER-RESISTANT TYPE DEVICE WITH WEATHERPROOF IN USE COVER EWC E| ECTRIC WATER COOLER PP POWER PANEL, POWER POLE
CHEM FEED CONTROLER LOCATE GFI TEST SWITCH IN A READILY ACCESSIBLE LOCATION EPRF EXPLOSION PROOF PWR POWER
Sub-Total Equipment Demand FA FIRE ALARM RECPT. RCP RECEPTACLE
Sub-Total Equipment Demand : ) FAAP FIRE ALARM ANNUNCIATOR PANEL REQ'D REQUIRED
Add for Largest Motor $WP WEATHERPROOF SWITCH, SINGLE POLE 120/277 VAC, 20A, MOUNTED AT 46" AFF UNLESS FACP FIRE ALARM CONTROL PANEL RGS RIGID GALVANIZED STEEL CONDUIT
Total Equipment Demand ‘ OTHERWISE NOTED EEX FURNISHED BY OTHERS EE\FAU ROOM
FULL LOAD AMPS REMOTE TELEMETRY UNIT
LIGHTING FLUOR FLUORESCENT SCR DC MOTOR DRIVE
CTION BOX - WALL MOUNTED R FLOOR o SHEET
Lights (Exterior) JUNCTI - WALL FWE SM SURFACE MOUNTED
Total Lighting Load Il +##" - INDICATES MOUNTING HEIGHT OF DEVICE IN INCHES AFF (if given) GEN g%m‘,f;'ngW'TH EQUIPMENT SPEC SPECIFICATION
LIGHTING LOAD x 1.25 g,Fg:\lD GROUND ggT SELECTOR SWITCH
Total Demand for Lighting GROUND FAULT CIRCUIT INTERRUPTER STAINLESS STEEL
/7 POWER & SWITCH LEG I;'r:) HANDHOLE 2&8[) SWITCH
HIGH INTENSITY DISCHARGE SWITCHBOARD
gecepttaclles P UNSWITCHED LEG HOA HAND-OFE-AUTO SWGR SWITCH GEAR C
‘JReceptacles HP HORSE POWER TEL TELEPHONE
Sub Total Receptacles UIT. HOME RUN TO PANEL BOARD HPF HIGH POWER FACTOR TPS TWISTED PAIR SHIELDED
Total Demand for Receptacle/Power Panels ~~ A CONDUIT, :$§ HIGH PRESSURE SODIUM TT¥§S TRANSIENT VOLTAGE SURGE SUPPRESSER
Total Demand for Receptacle/Power Panels HY HEATER UGND TYPICAL
HIGH VOLTAGE UNDERGROUND
Total Additional Building Al h Hz - HERTZ UH UNIT HEATER
otal Additional Building Amps IMC INTERMEDIATE METALLIC CONDUIT UON UNLESS OTHERWISE NOTED
Total Additional Building Load | 208/120V INCAND INCANDESCENT UTIL UTILITY
”/j (X)PANELBOARD, SURFACE OR RECESSED MOUNTED AS SHOWN. SIZE, RATINGS, AND JB JUNCTION BOX v VOLTS
Total Additional Building Connected Load — MOUNTING AS INDICATED ON PANEL SCHEDULE. CONTRACTOR IS RESPONSIBLE FOR K THOUSAND VFD VARIABLE FREQUENCY DRIVE
| REQUIRED CLEARANCE IN FRONT OF ELECTRICAL PANEL. SEE NEC TABLE 110.26 KCMIL THOUSAND CIRCULAR MILLS w WIRE, WATT
WORKING SPACES FOR ADDITIONAL CLEARANCE CONDITIONS. KVA KILOVOLT AMPERE H WATT-HOUR
4801277V, ﬁaH KILOWATTS ;’(Vr_f’MR WEATHERPROOF
b KILOWATT-HOURS TRANSFORMER
J X) EXISTING
K7
N /] (X)TRANSFORMER, SIZE AS INDICATED ON DRAWING
L\
_ DETAIL, SECTION OR
{’" "‘] PLAN NUMBER
l_ — DRAWING SHEET PLAN,
DETAIL OR SECTION
APPEARS ON
ENLARGED PLAN ELEVATION
DELIVERED MOUNTING | BALLAST/
IMARK DESCRIPTION MANUFACTURER/SERIES NOM. SIZE TEMP(oK) LAMPS |VOLTS | ju-tc”|WATTS  LENS COLOR HEIGHT | DRIVER | REMARKS BLACK LETTERS AND SYMBOL
A SURFAGE MOUNT LED WALL PACK PHILLIPS-STONCO 145%9.5%7" 4000 | LED |MVOLT 5541 29 | GLASS | BRONZE | SURFACE LED DRIVER16 gX’&ﬁgﬁﬁg’WGE
WP-50W-NW-G1-—- ,
G1-8-B2 EQUIPMENT DESIGNATION
3/8" WHITE ENGRAVED MACHINE SCREW WITH | 4 1/2" MINIMUM |
B SURFACE GASKETED LED PHILLIPS-STONCO 45'%11" | 4000 LED |MVOLT| 1390 14 | FROSTED | ALUMINUM | SURFACE LED DRIVER2,3,5 UETTERS ACORN NUT AND , |
VAPORPROOF FIXTURE VCXL-14-NW-G1-8 GLASS CEILING LOCKWASHER, TYP. _
SOURCE DESIGNATION 1/4" o S =
E DUAL HEAD WET LOCATION CHLORIDE BY SIGNIFY 18"x6'x5" | N/A | LED |MVOLT  N/A 9 | CLEAR | WHITE | SURFACE | NA |34 WHITE ENGRAVED LETTERS —___ [['¥" EQU I P M E NT N AM E " =
EMERGENCY LIGHT 65x-6-N-18-W-9 LEXAN SOFFIT -~\\\‘\\\‘\\; g
SOURCE LOCATION SOURCE: PANEL "###" % Arc Flash and Shock Hazard %
REMARKS: Dﬁg’g\“\//“éofé ;_/r EF\;\éHL""”'—’ SOURCE LOCATION "###" ~ A iate PPE ired N
1. IMPACT RESISTANT GLASSS LENS 4. PROVIDE 90MIN BATTERY E E RATING: ### AMPS ‘~ ppropr!a e require -
, y , VOLTAGE: 480/277V, 3@, 4W X
T LOOATION . MOUNT AS HIGH AS POSSIBLE OK WALL RATING DESIGNATION fid Eea \
: - WHITE ENGRAVED LETTERS
: BLACK LETTERS ON
GENERAL NOTES: LENGTH AS REQUIRED WHITE BACKGROUND
A. THE CONTRACTOR SHALL VERIFY THE LEAD TIME OF ALL PRODUCTS SPECIFIED IN THIS SCHEDULE AT THE TIME OF PACKAGE QUOTE. VOLTAGE & PHASE NOTES:
B. DURING THE BID PROCESS, THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DELIVERY/SCHEDULING ISSUES. DESIGNATION 1/4" WHITE 1. LABEL SHOWN CAN BE SOURCED FROM SAFETYSIGN.COM, OTHER SUPPLIERS ARE
C. NO SUBSTITUTIONS WILL BE ALLOWED DUE TO THE LACK OF COORDINATION OF DELIVERY DATES AND CONSTRUCTION SCHEDULE AFTER BID. ENGRAVED LETTERS COMPLIANTSIGNS.COM & SETON.COM
D. ALL EXPEDITED EXPENSES SHALL BE THE RESPONSIBILITY OF THE CONTRACTORS.
NOTE: SEE SPECS. SECTION 260553 FOR NAMEPLATE 2. THIS WARNING LABEL MINIMALLY COMPLIES WITH NEC, HOWEVER IF ELECTRICAL
E. LIGHTING FIXTURES SHALL MEET THE AESTHETICS, DESCRIPTION AND SPECIFICATIONS, SUBSTITUTIONS SHALL INCLUDE PT. BY PT. CALCULATIONS. P B A AN N A e EQUIPMENT 1S LIKELY TO REQUIRE EXAMINATION OR MAINTENANGE WHILE ENERGIZED A
F. LIGHTING FIXTURES, AS SPECIFIED, HAVE BEEN SO SELECTED TO ACHIEVE REQUIRED/DESIRED FOOTCANDLE LEVELS IN THEIR RESPECTIVE AREA. DETAILED SHORT CIRCUIT AND ARC FLASH HAZARD ANALYSIS IS RECOMMENDED.
HENCE SPECIFIC FIXTURE CHARACTERISTICS WHICH MAY CREATE PARTICULAR ILLUMINATION RESULTS ARE ESSENTIAL. ANY DEVIATIONS FROM
SPECIFIED FIXTURES SHALL DEEM THE SUBMITTING AGENT AND CONTRACTORS RESPONSIBLE IN PROVIDINGSUCH DEVIATION FOR THE
ENGINEER AND OWNER TO MAKE AN INFORMED DECISION. TYPICAL EQUIPMENT NAMEPLATE DETAIL ELECTRICAL EQUIPMENT WARNING LABEL DETAIL
G. SUBSTITUTIONS ARE ACCEPTABLE AS LONG AS THEY ARE EQUAL TO THE FIXTURE SPECIFIED, UNLESS OTHERWISE NOTED A3 : Ad
NOT TO SCALE NOT TO SCALE A
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