
5/8" 3 5/8" 5/8"
2A

5/8" GWB. EA. SIDE TO UNDERSIDE OF
DECK / STRUCTURE 

UNDERSIDE OF BEAM
OR STRUCTURAL DECK

FINISH FLOOR (SEE FIN. SCHED.
FOR FLOOR FIN. & WALL BASE)

WALL TYPES 2A

5/8" 3 5/8" 5/8"5/8" 3 5/8" 5/8"5/8" 3 5/8" 5/8"5/8" 3 5/8" 5/8"

2C 5/8" GWB. EA. SIDE TO UNDERSIDE OF
DECK / STRUCTURE 

5/8" 3 5/8" 5/8"5/8" 3 5/8" 5/8"5/8"

STUD

3 5/8" 5/8"

2B

5/8" 6" STUD 5/8"
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UNDERSIDE OF BEAM
OR STRUCTURAL DECK

FINISH FLOOR (SEE FIN. SCHED.
FOR FLOOR FIN. & WALL BASE)

WALL TYPES
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1. SEE CODE SHEETS, G100 AND G200 SERIES, FOR REQUIRED FIRE RATINGS OF ALL WALL 
ASSEMBLIES. MULTIPLE LAYERS OF GWB MAY BE REQUIRED AT RATED PARTITIONS. 

2. PROVIDE SOUND-ATTENUATING FIRE BATT INSULATION IN METAL STUD PARTITIONS, U.O.N.

3. PROVIDE MOLD AND MOISTURE RESISTANT GWB AT ALL METAL STUD FRAMED PARTITIONS AT 
WET LOCATIONS, INCLUDING TOILET ROOMS, AND AT SINKS AND LAVATORIES. EXTEND TO END OF 
CASEWORK RUN, INCLUDING SIDEWALLS WHERE ADJACENT TO SINKS. SEE SPECIFICATIONS.

4. BRACE METAL STUD PARTITIONS, WHERE REQUIRED. SEE SPECIFICATIONS AND STRUCTURAL 
DRAWINGS. 

5. SEE STRUCTURAL FOR BRACING OF PART-HEIGHT MASONRY PARTITIONS, INCLUDING PARTITIONS 
WITH GWB AND METAL STUD CONTINUING ABOVE. 

6. SEE SPECIFICATIONS AND STRUCTURAL FOR MASONRY TIES IN MULTIPLE WYTHE MASONRY 
WALLS AND PARTITIONS. CORRUGATED TIES ARE NOT ACCEPTABLE, U.O.N.

7. PROVIDE BULLNOSE MASONRY UNITS AT LOCATIONS NOTED IN SPECIFICATIONS.

9. FILL ALL CORES IN MASONRY UNITS AT THE FOLLOWING LOCATIONS: ALL MECHANICAL ROOMS 
AND MEZZANINES. SEE SPECIFICATIONS. 

10. PROVIDE ACOUSTICAL SEALANT AT PARTITIONS IN THE FOLLOWING LOCATIONS: ALL 
MECHANICAL ROOMS AND MEZZANINES. SEE SPECIFICATIONS.

11. PROVIDE CONTROL JOINTS IN MASONRY WALLS AS INDICATED ON PLANS, ELEVATIONS, AND 
DETAILS, AND AS SPECIFIED. WHERE JOINTS ARE NOT SHOWN, PROVIDE ACCORDING TO B.I.A AND 
N.C.M.A. TEK NOTES.

WALL TYPE GENERAL NOTES

STUD

3 5/8" 5/8" 2K
5/8" GWB ON ONE SIDE OF WALL ONLY 
UP TO UNDERSIDE OF DECK / STRUCTURE

2K

SEE RCP FOR
FIN. CLG. HT.

SUSPENSION SYSTEM

5/8" GWB

DRYWALL 'W' REVEAL MOLDING, 1/2"x1/2"

TYPICAL FOR ROOMS W/ GWB CEILINGS, UNLESS OTHERWISE NOTED

CEILING TYPE 1 - GWB ON SUSPENSION 

SYSTEM SCALE : 1 1/2" = 1'-0"

UNDERSIDE OF BEAM
OR STRUCTURAL DECK 

ACCOUSTIC SEALANT TYPICAL OR
FIRE SEALANT AT FIRE RATED
WALL TYPES, TYP.

ATTACH GWB TO STUDS AS
REQUIRED OR AS DIRECTED
BY ASSEMBLY INSTRUCTIONS
WITH EXCEPTION: MAKE NO 
ATTACHMENTS CLOSER THEN
1 1/2" FROM TOP OF WALL 
ENSURING NO FASTERNERS
ATTACH INTO THE TOP RUNNER

MTL STUDS TO BE CUT A 
MINIMUM OF 3/8" (MAX. 1/2")
SHORTER THAN UNDERSIDE
OF DECK - GWB TO BE CUT
A MINIMUM OF 1/2" (MAX. 5/8")
SHORTER THAN UNDERSIDE
OF DECK 

NOTE: DO NOT ATTACH STEEL
STUDS TO TOP RUNNERS

METAL STUD TOP RUNNER

TYPICAL STUD WALL DETAIL

SCALE : 1 1/2" = 1' 0"1

UNDERSIDE OF BEAM
OR STRUCTURAL DECK

FINISH FLOOR (SEE FIN. SCHED.
FOR FLOOR FIN. & WALL BASE)

WALL TYPES 2F

2F
5/8" PLYWOOD TO UNDERSIDE OF 
DECK / STRUCTURE 5/8" 3 5/8" 5/8"
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2G 2F TO 4'-0" AFF W/ PLYWOOD CAP

5/8" 3 5/8" 5/8"

2G

2
WALL CORNER GUARD DETAIL

SCALE : 6" = 1'-0"3
WALL END GUARD DETAIL

SCALE : 6" = 1'-0"4

2C

2B 2 LAYERS 5/8" GWB. EA. SIDE 
2 HOUR RATED - UL U419
SEE 6/A301 FOR FIRE RATED CEILING

WALL TYPES 3A

SEE 6/A301 FOR FIRE 
RATED CEILING

FINISH FLOOR (SEE FIN. SCHED.
FOR FLOOR FIN. & WALL BASE)

3A
2-HOUR RATED SHAFT WALL
UL U415

4 1/2"

FEATHERED 
JOINT 

CEMENT

HIGH IMPACT 
VINYL 
ACRYLIC 
EXTRUSION#6 x 1-5/8" 

BUGLE HD 
DRYWALL 

SCREW 18" O.C.

ALUMINUM 
RETAINER

GUARD 1/4" 
RADIUS

CONTOURED 
FOR VINYL 
WALL 
COVERING

5/8" GYPSUM 
WALL BOARD

SCHEDULED 
METAL STUDS

BLOCK OUT

3" TYP.

FEATHERED 
JOINT 

CEMENT

#6 x 1-5/8" 
BUGLE HD 
DRYWALL 

SCREW 18" O.C.

ALUMINUM 
RETAINER

GUARD 1/4" 
RADIUS

CONTOURED 
FOR VINYL 
WALL 
COVERING

5/8" GYPSUM 
WALL BOARD

SCHEDULED 
METAL STUDS

HIGH IMPACT 
VINYL 

ACRYLIC 
EXTRUSION

SPONGE 
NEOPRENE 

(FIELD 
INSTALLED)
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