PENDER COUNTY
COURTHOUSE
0 1” WIDE STAINLESS STEEL WALL MOUNTING BRACKET
Q (TYPICAL OF 2) )
‘ 1” WIDE STAINLESS STEEL WALL MOUNTING BRACKET
\ 3/8—16NC X 1” STAINLESS STEEL HEX HEAD BOLT W/ (TYPICAL OF 2)
st aron ON STAND=OFF HELICAL SPLIT LOCK WASHER (TYPICAL OF 2).
3/8—16NC X 1" STAINLESS STEEL HEX HEAD BOLT W/
HELICAL SPLIT LOCK WASHER (TYPICAL OF 2).
P - DEVICE BOX BRANCH CIRCUIT CONDUIT
| \ ' X 4" X 24" COPPER BUS BAR NLP #BB14412 %" X 4” X 12" COPPER BUS BAR
E 1 | %" X 1”7 STAINLESS STEEL HEX HEAD BOLT EACH WITH BOX DEVICE COVER B
( (1) STAINLESS STEEL HEX HEAD NUT AND (2) STAINLESS WITH RAISED RING OF
‘ STEEL HELICAL SPLIT LOCK WASHER. NLP #1354S %¢" X 1" STAINLESS STEEL HEX HEAD BOLT PROPER DEPTH AND MAKE CIRCUIT JOINT WITH PENDER COUNTY
1> EACH WITH (1) #1375S STAINLESS STEEL HEX HEAD NUT TYPE FOR WALL TWIST-ON CONNECTOR
> HIGH COMPRESSION GROUNDING TERMINAL. AND (2) #1369S STANLESS STEEL HELICAL SPLIT LOCK CONSTRUCTION; RING AND CONNECT TO DEVICE a
WASHER. TO FINISH FLUSH WITH WITH SINGLE CONDUCTOR B0LT , \
WALL.\
TO CONNECTION WITH ELECTRICAL SERVICE GROUND N r
TO CONNECTION WITH TELEPHONE SERVICE N COMPRESSION WASHER 7
TO CONNECTION WITH LADDER TRAY MATERIAL LUG NG
TO CONNECTION WITH COLD WATER TO BE
_/ \ q
TO CONNECTION WITH DATA RACK DEVICE TRIM PLATE GROUNDED REMOVE PAINT PENDER
TO CONNECTION WITH NATURAL GAS SYSTEM PIPING 412 AWG SOLID COPPER T ST\REN&SEHFATLO e .
NOTE ' — 2" RED NYLON STAND-OFF #12 AWG SOLID COPPER GREEN GREEN INSULATED JUMPER TO /‘ZI ’
LABEL EACH GEC WITH \ TO CONNECTION WITH EXTERIOR GROUND SYSTEM INSULATOR INSULATED é%“éﬁ%lgg [S)E\FQ'ECVE POX BONDING SCREW. WASHER QE%YMBTN)?ER
CONNECTION DESIGNATION. TO CONNECTION WITH DATA ROOM GROUND BAR NOTE: PROVIDE LABELS FOR EACH TO CONNECTION WITH MAIN GROUND BAR |
INDIVIDUAL GROUND SYSTEM CONDUCTOR NUT
NO SCALE NO SCALE ‘ SCALE: N/A NO SCALE
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—I1—][|=]] =l CONDUCTOR IN_ CONDUIT TO ® o o z|2 ¢g° 7 FR DB B Py ENTRIES WITH GENERATOR
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ELECTRICAL PUTTY D ! y - = 2502/ No scALe -
\ , oo * \ PLAN 101 NORTH THIRD STREET  SUITE 500
3/4"X10 COPPER GROUND ROD AAAAAAAAAAS EDGE OF STONE 4 @ 1270.C. WILMINGTON, NORTH CAROLINA 28401
” 88%% RFI)-Z?E éACH WAY. TP ELEVATOR TEL. 910.790.9901  FAX 910.790.3111
2”CLEAR & BOTTOM SLLJJME WWW.LS3P.COM
GROUND ROD & INSPECTION WELL CONTACTOR , , CONTROL
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gm:# . SECTION 2"C BY EC TO EXISTING ELEVATOR 208 CHEATHAM & ASSOCIATES, P.A.
. e ey REARES =L HON \ CABLING BY PC CONSULTING ENGINEERS
¢ 11 o M NOTE 3 3412 ENTERPRISE DRIVE
T D WLNGTON, O SARoLIA 28405
C - NEMA 1 FRACTIONAL HP, 1. PROVIDE ANCHOR BOLTS FOR GENERATOR & ENCLOSURE PER MANUFACTURER'S _ FAX: (910) 452—4211
ENCLOSURE MANUAL MOTOR REQUIREMENTS. OFFICE@CHEATHAMPA.COM
STARTER 2. BASE PAD SIZE ON ACTUAL EQUIPMENT SUPPLIED. PAD SHOULD EXTEND 6” PAST NC LICENSE# C—1073
EQUIPMENT EXTERIOR IN EACH DIRECTION. 19060
3. #4 REBAR ADHESIVE ANCHOR W/ 4” COVER FROM EACH EDGE AND MIN. 2.75” ) JOB #
CIRCULATION PUMP CONTROL SCHEMATIC EMBEDMENT IN SLAB. BEND AND TIE TO REBAR WITH 6” HOOK. (TYP.). 2 C BY EC TO NEW ELEVATOR 222
CABLING BY PC
A (B GENERATOR PAD DETAIL
NO SCALE
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2502/ o scALE
CEILING
\ )
2"C BY EC; RUN UP WALL TO
OIL TANK— CEILING, RUN ACROSS MECHANICAL
HIGH LEVEL ROOM CEILING;
ALARM CABLING BY PC
PANEL —~DROP CONDUIT DOWN WALL __
B - TO LB CONDUIT BODY No. Description Date
MOUNTED 12”AFF. CORE DRILL A Addendum No. 3 04-14-2020
THROUGH EXTERIOR WALL TO
EXTERIOR LB CONDUIT BODY 0-10V ?F(Y)EIERA(ID_L
( ) LOCAL SWITCH
L RUN CONDUIT DOWN EXTERIOR S N r 2
]/WALL FROM LB CONDUIT B _l herra o — 1 LED DRIVERS
BODY TO UNDERGROUND
FLOOR Neutral o  f ] 1 LED DRIVERS | Hot 3“ PACK T
3“ POWER L - ]
PACK
Hot L LOCAL DIMMER r 7 ~
x \ / SWITCHES \r
( Control Output 24VDC
1 GRADE Control Qutput ° 24VDC Common : OCSCI_:UNPSA%)NRCY [
WASTE OIL Common 1 o OCCUPANCY
. HOLDING +24VDC | o SENSOR +24VDC | o 5 _
2"C UNDERGROUND PC SINGLE OCCUPANCY SENSOR, LOW VOLTAGE \. DATE- 3/29/20
2 RO SINGLE_OCCUPANCY SENSOR, LOW VOLTAGE ORAN BY: X000
HOLDING TANK CHECKED BY: M. CIARROCCA
‘W NO SCALE ‘W DIMMING LEVEL LIGHTING CONTROL ‘W NO SCALE h . %
NO SCALE o o
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A (ABC STONE) DETAILS
NO SCALE
DESIGN BASIS: QUAZITE COVER #PG2424HHO0
QUAZITE BOX #PG2424BA24
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