PANEL DESIGNATION —»PANEL:

SOURCE DESIGNATION —#~SOURCE.:
RATING DESIGNATION —#=RATING:
VOLTAGE & PHASE DESIGNATION —#VOLTAGE:

PANELBOARD
P2 |
PANEL "P1”/CKT # HEIGHT AS
225 AMPS REQUIRED
120/208V,3PH, 4W (TYPICAL)

LENGTH AS REQUIRED (TYPICAL)

EQUIPMENT SAFETY SWITCH/ENCLOSED

CIRCUIT BREAKER/MOTOR STARTER/VFD

EQUIPMENT DESIGNATION —

SOURCE DESIGNATION —[#SOURCE:
RATING DESIGNATION —{#=RATING:
VOLTAGE & PHASE DESIGNATION —t-yOLTAGE:

DISCONNECT DESIGNATION —

ENCL C/B: #1

PANEL"P”/CKT #
200 AMPS
480,/277V,3PH,4W

DISCONNECT

SOURCE DESIGNATION —#~SOURCE:
RATING DESIGNATION —#=RATING:
VOLTAGE & PHASE DESIGNATION —#= VOLTAGE:

TELEPHONE /DATA
OUTLET

LIGHT SWITCH ‘\EI

X
18
4

DISCONNECT: DOAS #

PANEL"4M” /CKT
200 AMPS
480V,3PH,3W

#

IDENTIFY SPECIFIC

NOTES:
. ENGRAVED PLASTIC

FOR NAMEPLATE.

MANUAL TRANSFER
SWITCH

MTS: # -

MANUAL TRANSFER SWITCH DESIGNATION

NORMAL SOURCE: PANEL "4M"/CKT 4 =
STANDBY SOURCE:  GENSET C/B 225A —=

NORMAL SOURCE DESIGNATION

STANDBY SOURCE DESIGNATION

RATING DESIGNATION
VOLTAGE & PHASE DESIGNATION

RATING: 260A
VOLTAGE: 480/27TV,3PHAN ==
SWITCHBOARD

SWMITCHBOARD: MSB —=

SWITCHBOARD DESIGNATION

SOURCE DESIGNATION

RATING DESIGNATION
VOLTAGE & PHASE DESIGNATION

SOURCE: UTILITY/CB # =

RATING: 1000 AMPS '~

VOLTAGE: 480/277V,3PH,4W =
AUTOMATIC

TRANSFER SWITCH

PANEL IDENTIFICATION LABEL

-

I

ATS: # -

AUTOMATIC TRANSFER SWITCH DESIGNATION

NORMAL SOURCE: PANEL "4M"/CKT 4 —=
STANDBY SOURCE:  GENSET C/B 225A —=

NORMAL SOURCE DESIGNATION

RATING: 260A -=

STANDBY SOURCE DESIGNATION
RATING DESIGNATION

VOLTAGE & PHASE DESIGNATION

VOLTAGE: 480/277V,3PH, AW =

LIGHTING INVERTER

LIGHTING INVERTER DESIGNATION

SOURCE DESIGNATION

LTG INV: INV25 —=

SOURCE: PANEL "4M”/CKT # =
RATING: 125kW

VOLTAGE: 277V,IPH,2W

RATING DESIGNATION

1
2. HIGH PERFORMANCE, DOUBLE COATED TAPE WITH ADHESIVE TO ATTACH LABELS.

DESIGN BASIS: 3M #06383 OR APPROVED EQUIVALENT.

3. 3/8" ENGRAVED LETTERS EQUIPMENT NAME DESIGNATION AND 1/4” ENGRAVED LETTERS ON ALL
OTHER DESIGNATIONS.

(A TYPICAL NAMEPLATE DETAILS

NO SCALE

O

INTERFACE EQUIPMENT ~ [
T AHU #7

IDENTIFY MODULE
FUNCTION

MODULE

SHUTDOWN RELAY

ADDRESS

> NO1-L01-023

NOTES:
NODE DESIGNATION MAY BE OMITTED FOR SINGLE NODE APPLICATIONS
NAMING CONVENTION SHALL EMULATE FACP DISPLAY

g

42"

'\

3/8" HIGH BLACK ON CLEAR, BOLD FONT, P—TOUCH TYPE LABELS

LABELS SHALL BE APPLIED STRAIGHT & LEVEL TO DEVICE ORIENTATION
EXCESS LABEL MATERIAL SHALL BE TRIMMED

CONTROL/RELAY MODULE LABELING DETAIL

NO SCALE

12" TYPICAL; IF CEILING

IS HIGHER THAN 12,

'7 MOUNT 24" ABOVE DOOR

EMERGENCY LIGHT
EXIT jﬁ:ﬁ/

WALL MOUNTED TELEPHONE /

\— RECEPTACLE

G MOUNTING HEIGHTS
N\

NO SCALE

DATA OUTLET

RECEPTACLE \

CEILING

OF DEVICES

42" 42" OR 6" ABOVE
COUNTER BACKSPLASH

1

FLOOR

VOLTAGE & PHASE DESIGNATION

FIRE ALARM HORN

/STROBE DEVICE

2}

, eaaaasnee O |

D " FERRRRRRRRRAR [

7

2.

COLOR CODE LABEL

COLOR CODE:
PHASE "A” BLACK
PHASE "B” RED

PHASE "C” BLUE
NEUTRAL WHITE
EQUIPMENT GROUND GREEN

NOTES:

1.

ENGRAVED LABELS SHALL FEATURE BLACK LETTERS ON
WHITE BACKGROUND, UNLESS SPECIFIED OTHERWISE.
FOR APPLICATIONS OTHER THAN NEMA 1 ENCLOSURES,
PROVIDE DUPLICATE ID LABELS INSIDE ENCLOSURES.
PANEL DESIGNATION: #” HIGH TEXT, MINIMUM.

VOLTAGE CONFIGURATION & SOURCE: " HIGH TEXT,

MININUM.

COLOR CODE LABEL: PRINTED LABEL IS ACCEPTABLE. SEE
SPECIFICATIONS FOR COLOR CODE REQUIREMENTS.

A

Arc Flash and Shock Hazard.

Appropriate PPE Required.

Failure to Comply Can Result in Death or Injury.
Refer to NFPA 70 E.

TYPICAL PANELBOARD IDENTIFICATION

(B
X509 NO SCALE

e
(
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==

==
>

WIRING DEVICE IDENTIFICATION LABEL

NO SCALE

1/2"

DEVICE IDENTIFICATION LABEL

PB—-16
|

16 — INDICATES BRANCH
BREAKER NUMBER

—PB — INDICATES PANEL

LABEL
CLEAR "RHINO™ TAPE WITH BLACK LETTERING

FIRE ALARM SMOKE /HEAT

HVAC DIFFUSER OR RETURN\
CEILING

DETECTOR

CIRCUIT #

/ DEVICE #
NAC 12-9
SP 8-3
DEVICE

IDENTIFICATION LABEL

N01-L01-D001

\ DEVICE #
LOOP

NODE #

|l

NOTES:

©ONO OIS LN

NODE DESIGNATION MAY BE OMITTED FOR SINGLE NODE APPLICATIONS.

ADDRESSABLE DEVICE ADDRESS NAMING CONVENTION SHALL EMULATE FACP DISPLAY.
NOTIFICATION DEVICE LABEL SHALL MATCH AS—BUILT DRAWING CIRCUITRY LABELS.
LABEL TEXT SHALL BE A SIZE WHERE EASILY READ FROM FLOOR LEVEL. (3/8" MIN)
BLACK ON CLEAR, BOLD FONT, P-=TOUCH TYPE LABELS.

LABELS SHALL BE APPLIED STRAIGHT & LEVEL TO DEVICE ORIENTATION.

EXCESS LABEL MATERIAL SHALL BE TRIMMED.

MOUNT LABEL ON FLAT DEVICE BASE SURFACE.

% TYPICAL FIRE ALARM DEVICE IDENTIFICATION

NO SCALE

6" MIN.

CONSISTENT HEIGHT 5

THROUGH BUILDING MAX

80" MIN TO BOTTOM, 96" MAX.
TO THE TOP OF -1

THE DEVICE AND 6"

MIN. BELOW CEILING 40"

FACP

.|
—3 68" MIN.

MIN —*—

FIRE ALARM HORN

SMOKE /HEAT
DETECTOR

1/

MAX

FIRE ALARM
PULL STATIO

MOUNTING HEIGHTS
NS4

NO SCALE

OF

NOTES:

1. PROVIDE FLEXIBLE CONDUIT CONNECTION TO DEVICES THAT

PROVIDES SUFFICIENT SLACK TO MOVE DEVICES UP TO 4’
HORIZONTALLY IN ANY DIRECTION FROM WHERE DEVICES

ARE INDICATED ON THE PLANS.

2. MOUNT DEVICES IN APPROVED BOXES.

DEVICES DETAIL — FIRE ALARM

<

TYPICALLY USED FOR 120V EQUIPMENT
DISCONNECTS INCLUDING, WATER HEATERS,

CIRCULATION PUMPS, DAHU’S, ETC.

LOCKABLE TOGGLE SWITCH COVER

NO SCALE

2' LONGER THAN EQUIPMENT DIMENSION
B —
1"—0” LONGER THAN
— —
EQUIPMENT DIMENSION
— \ z - 2] 1 -
E ‘ qAA 4 1 a )
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\ PLAN
EDGE OF STONE
3000 PSl gioﬁ 1N2A$'CfOP
" CONCRETE '
r2 CLEAR & BOTTOM
oA i
12 ,
Y 16 GRADE
”“ 4 E
12"} ]
e \
[ 127 [ 12” SECTION COMPACTED
STONE (#57)
NOTES:

1. PROVIDE ANCHOR BOLTS FOR GENERATOR & ENCLOSURE PER
MANUFACTURER’S REQUIREMENTS.

2. BASE PAD SIZE ON ACTUAL EQUIPMENT SUPPLIED. PAD SHOULD
EXTEND 6" PAST EQUIPMENT EXTERIOR IN EACH DIRECTION.

3. GENERATOR PAD FOR GENSET—MDP GENERATOR IS ALTERNATE BID.

J\ GENERATOR PAD DETAIL
\-59Y No scALE

PENDER COUNTY
COURTHOUSE

PENDER COUNTY
&
(O

PENDER

COUNTY NC

[S3P

101 NORTH THIRD STREET SUITE 500

WILMINGTON, NORTH CAROLINA 28401

TEL. 910.790.9901 FAX 910.790.3111
WWW.LS3P.COM

CHEATHAM & ASSOCIATES, PA.

CONSULTING ENGINEERS
3412 ENTERPRISE DRIVE
WILMINGTON, NORTH CAROLINA 28405
(910) 452—4210
- FAX: (910) 452—4211
OFFICE@CHEATHAMPA.COM
NC LICENSE# C—1073
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