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ADDENDUM NO. 1 
Maritime Building IT Department HVAC Replacement - C-1189(W) 
North Carolina State Ports Authority 
Wilmington, North Carolina 
NCSPA #10438 
SCO ID#18-19916-01A 
CAPA #17.88 
 
August 6, 2020 

I. CHANGES TO CONTRACT DOCUMENTS 

A. NCSPA Facility Access Requirements:  As clarification, Contractor’s employees will not be required to 
have a TWIC card, but they are required to obtain and wear at all times when on site, a valid NCSPA 
badge.  Badge cost is $20 per badge per person, to be paid for by the Contractor. 

II. CHANGES TO DIVISION 1 - GENERAL REQUIREMENTS 

A. Section 011400 – Work Restrictions: 

1. Article 1.8, Utilities:  Revise to include that Contractor may use the building’s power and potable 
water as long as the demand/usage does not hamper building operations.  Contractor shall be 
required to provide their own restroom facilities.  Use of building for power does not include 
power for the temporary HVAC units. 

B. Section 012900 – Payment Procedures: 

1. Article 1.5, Applications for Payment: 

a. Paragraph A, Item 1: Change to read: 

“1. Initial Application for Payment and Final Application for Payment involve 
additional requirements.” 

b. Paragraph J, Application for Payment at Substantial Completion: Delete paragraph in its 
entirety. 

c. Paragraph K, Item.8: Change wording “Substantial Completion” to read Final Acceptance. 

C. Section 014000 – Quality Requirements: 

1. Article 1.9, Special Tests and Inspections, Paragraph A, Item 4: Change wording “Substantial 
Completion” to read Final Acceptance. 

D. Section 017300 -  Execution: 

1. Article 3.5, Installation, Paragraph C: Change wording “Substantial Completion” to read Final 
Acceptance. 

2. Article 3.8, Progress Cleaning: 

a. Paragraph F: Change wording “Substantial Completion”  to read Final Acceptance. 
b. Paragraph H, Change wording “Substantial Completion”  to read Final Acceptance. 

3. Article 3.9, Protection of Installed Construction, Paragraph A: Change wording “Substantial 
Completion”  to read Final Acceptance. 

E. Section 017700 – Closeout Procedures: 
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1. Article 1.2, Summary, Paragraph A, Item 1: Delete Item 1 in its entirety. 

2. Article 1.3, Action Submittals, Paragraph B: Delete Paragraph B in its entirety. 

3. Article 1.6, Substantial Completion Procedures: Delete Article 1.6 in its entirety. 

4. Article 1.7, Final Completion Procedures, Paragraph A, Item 2: Change wording “Substantial 
Completion” to read Final Acceptance. 

5. Article  1.9, Submittal of Project Warranties, Paragraph A: Change wording “Substantial 
Completion” to read Final Acceptance. 

6. Article 3.1, Final Cleaning, Paragraph B, Item 1: Change wording “Substantial Completion” to 
read Final Acceptance. 

7. Article 3.2, Repair of the Work, Paragraph A: Change wording “Substantial Completion” to read 
Final Acceptance. 

III. CHANGES TO THE TECHNICAL SPECIFICATIONS 

A. Section 074213.19 – Insulated Metal Wall Panels: 

1. Paragraph 1.06 Warranty, Subparagraph A: Change wording “Substantial Completion” to read 
Final Acceptance. 

IV. CHANGES TO THE DRAWINGS 

A. Drawing G0.01 (see attached revised Sheet G0.01): Existing clean agent fire suppression system is 
SAPPHIRE type system maintained and serviced by Johnson Controls Fire Protection LP, Charlotte, 
NC 704-501-0500.  They shall be contacted and coordinated with for any work associated with the clean 
agent fire suppression system. 

1. Point of contact with JCI FP for this installation is Karl Stewart 336-669-1344. 

2. System was last serviced April 2020. 

3. Contractor shall include in their bid the cost for Johnson Controls Fire Protection LP to provide 
onsite training to Contractor’s employees who will be in charge of turning off and back on daily 
the clean agent suppression system.  JCI FP estimated cost per site visit is $500.00. 

4. Whenever work is to occur in the IT space, Contractor shall notify the system’s monitoring station, 
secure the clean agent fire suppression system via its maintenance switch, silence the alarm in the 
panel, disconnect the actuator on the top of both agent tanks, and any other items as directed by 
JCI FP. 

5. Whenever the clean agent fire suppression system is turned off, the Contractor shall maintain a 
fire watch while coordinating with the NCSPA’s Police Department per procedures the same as 
those specified for Hot Work Permits. 

6. Contractor shall include in their bid the cost to have JCI FP integrate control circuitry connections 
to shut down temporary HVAC unit(s) prior to clean agent discharge. 

7. Contractor shall include in their bid the cost to have JCI FP integrate control circuitry connections 
to shut down two new HVAC units prior to clean agent discharge. 

8. Contractor shall include in their bid the cost to have JCI FP perform complete reacceptance testing 
of the clean agent fire suppression system upon completion of the work.  Reacceptance testing 
shall include confirmation of system monitoring by the building’s fire alarm system, and wiring 
integrity and initiating device operability following removal and reattachment of existing devices 
as part of ceiling removal and reassembly and installation of any new devices. 
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B. Drawing M1.01: 

1. Temporary HVAC Unit(s) Requirements: 

a. Note 3:  Temporary HVAC unit(s) shall be configured with backup power source. 
Proposed configuration shall be reviewed with the Engineer. Configuration examples we 
anticipate as possibilities include: 

1) New utility service to power temporary HVAC equipment + diesel generator 
backup. Coordinate new service with Duke. An outage of the existing Maritime 
Building service transformer is not acceptable. 

2) HVAC equipment with integral diesel generator source + redundant Tidentical 
HVAC equipment with integral diesel generator source. 

3) HVAC unit(s) powered by diesel generator + redundant diesel generator. 

C. Drawing E1.01: Add megger testing requirement for existing circuitry. See attached revised Sheet E1.01. 

D. Drawing E1.02: Add coordination of shutdown circuitry connections at clean agent fire suppression 
system. See attached revised Sheet E1.02. 

End of Addendum 



2018 APPENDIX B

BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

(EXCEPT 1 AND 2-FAMILY DWELLINGS AND TOWNHOUSES)

(Reproduce the following data on the building plans sheet 1 or 2)

Name of Project: _______________________________________________________________________

Address: ______________________________________________________________ Zip Code _______

Owner/Authorized Agent: _____________ Phone # ( _____ ) _____ - _______

Owned By: City/County

Code Enforcement Jurisdiction: City____________

Private

County_________

E-Mail _______________

State

State

CONTACT: ___________________________________________________________________________

DESIGNER FIRM

Architectural

Civil

Electrical

Fire Alarm

Plumbing

Mechanical

NAME LICENSE # TELEPHONE # E-MAIL

___________________ ____________ ____________ (___)________ ______________

___________________ ____________ ____________ (___)________ ______________

___________________ ____________ ____________ (___)________ ______________

___________________ ____________ ____________ (___)________ ______________

___________________ ____________ ____________ (___)________ ______________

___________________ ____________ ____________ (___)________ ______________

Sprinkler-Standpipe ________________ ____________ ____________ (___)________ ______________

Structural ___________________ ____________ ____________ (___)________ ______________

___________________ ____________ ____________ (___)________ ______________

New Building Addition Renovation

Retaining Walls >5' High ____________ ____________ ____________ (___)________ ______________

Other

(“Other” should include firms and individuals such as truss, precast, pre-engineered, interior designers, etc.)

2018 NC BUILDING CODE:

1st Time Interior Completion

Shell/Core - Contact the local inspection jurisdiction for possible additional

procedures and requirements

Phased Construction - Shell/Core- Contact the local inspection jurisdiction for

possible additional procedures and requirements

2018 NC EXISTING BUILDING CODE: EXISTING:

Alteration:

CONSTRUCTED: (date) __________

(date) __________RENOVATED:

RISK CATEGORY (Table 1604.5):

BASIC BUILDING DATA - NO CHANGES TO EXISTING

Construction Type:

(check all that apply)

Sprinklers:

Standpipes:

Fire District:

No

No

No

Prescriptive

Level I

Historic Property

Current:

Proposed:

I-A

I-B

Partial

Special Inspections Required:

Yes

Yes Class

Yes

I

II-A

II-B

II

II

III

III

IV

IV

Repair

Level II

Chapter 14

Level III

Change of Use

CURRENT OCCUPANCY(S) (Ch. 3): __________________

PROPOSED OCCUPANCY(S) (Ch. 3): __________________

I

I

III-A

III-B

NFPA 13

II

Flood Hazard Area:

III

No

IV

NFPA 13R

Dry

Yes

Yes (Contact the local inspection jurisdiction for additional

procedures and requirements.)

2018 NC Administrative Code and Policies Revised 6/15/2020

V-A

V-B

NFPA 13D

FLOOR
EXISTING (SQ FT)

3rd Floor

2nd Floor

Mezzanine

1st Floor

Basement

TOTAL

ALLOWABLE AREA- NO CHANGES TO EXISTING

Primary Occupancy Classification(s):

Assembly A-1

Business

Educational

Factory

Hazardous

Institutional

A-2

F-1 Moderate

H-1 Detonate

I-1 Condition

I-2 Condition

I-3 Condition

I-4

Mercantile

Residential

Storage

R-1

Utility and Miscellaneous

Accessory Occupancy Classification(s):

Incidental Uses (Table 509):

Special Uses (Chapter 4 – List Code Sections):

Special Provisions: (Chapter 5 – List Code Sections):

Mixed Occupancy: No Yes

R-2

S-1 Moderate

Parking Garage

A-3

F-2 Low

H-2 Deflagrate     H-3 Combust      H-4 Health     H-5 HPM

1

1

1

R-3

S-2 Low

Open

2

2

2

R-4

High-piled

Enclosed Repair Garage

3 4 5

A-4 A-5

Gross Building Area Table

NEW (SQ FT)
SUB-TOTAL

Separation: _____ Hr. Exception: _____________________

Non-Separated Use (508.3) - The required type of construction for the building shall be determined by

applying the height and area limitations for each of the applicable

occupancies to the entire building. The most restrictive type of

construction, so determined, shall apply to the entire building.

Separated Use (508.4) - See below for area calculations for each story, the area of the occupancy shall

be such that the sum of the ratios of the actual floor area of each use divided by

the allowable floor area for each use shall not exceed 1.

Actual Area of Occupancy A + Actual Area of Occupancy B

Allowable Area of Occupancy A

+

Allowable Area of Occupancy B

_____________________ + …… = ______

< 1

< 1.00

STORY

NO.

DESCRIPTION AND

USE

(A) (B)

BLDG AREA PER

STORY (ACTUAL)

TABLE 506.2

4

AREA

(C)

AREA FOR FRONTAGE

INCREASE1,5

(D)

ALLOWABLE AREA PER

STORY OR UNLIMITED2,3

1 Frontage area increases from Section 506.3 are computed thus:

a. Perimeter which fronts a public way or open space having 20 feet minimum width = _______ (F)

b. Total Building Perimeter = ________ (P)

c. Ratio (F/P) = ___________ (F/P)

d. W = Minimum width of public way = ________ (W)

e. Percent of frontage increase If = 100[F/P – 0.25] x W/30 = ________ (%)

2 Unlimited area applicable under conditions of Section 507.

3 Maximum Building Area = total number of stories in the building x D (maximum3 stories) (506.2).

4 The maximum area of open parking garages must comply with Table 406.5.4.

5 Frontage increase is based on the unsprinklered area value in Table 506.2.

ALLOWABLE HEIGHT- NO CHANGES TO EXISTING

ALLOWABLE

Building Height in Feet (Table 504.3) 2

Building Height in Stories (Table 504.4) 3

1 Provide code reference if the “Shown on Plans” quantity is not based on Table 504.3 or 504.4.
2 The maximum height of air traffic control towers must comply with Table 412.3.1.

3 The maximum height of open parking garages must comply with Table 406.5.4.

SHOWN ON PLANS CODE REFERENCE 1

FIRE PROTECTION REQUIREMENTS - NO CHANGES TO EXISTING

BUILDING ELEMENT

FIRE

SEPARATION

DISTANCE

(FEET)

Structural Frame,

including columns, girders,

trusses

Bearing Walls

Exterior

North

East

West

South

Interior

Nonbearing Walls and

Partitions

Exterior walls

North

East

West

South

Interior walls and partitions

Floor Construction

Including supporting beams

and joists

Floor Ceiling Assembly

Columns Supporting Floors

Roof Construction, including

supporting beams and joists

Roof Ceiling Assembly

Columns Supporting Roof

Shaft Enclosures - Exit

Shaft Enclosures - Other

Corridor Separation

Occupancy/Fire Barrier Separation

Party/Fire Wall Separation

Smoke Barrier Separation

Smoke Partition

Tenant/Dwelling Unit/

Sleeping Unit Separation

Incidental Use Separation

* Indicate section number permitting reduction

REQ'D

RATING

PROVIDED

(W/_________*

REDUCTION)

DETAIL #

AND

SHEET #

DESIGN #

FOR

RATED

ASSEMBLY

SHEET # FOR

RATED

PENETRATION

SHEET #

FOR

RATED

JOINTS

ACCESSIBLE DWELLING UNITS - N/A

(SECTION 1107)

ACCESSIBLE PARKING- NO CHANGES TO EXISTING

(SECTION 1106)

PLUMBING FIXTURE REQUIREMENTS- NO CHANGES TO EXISTING

(TABLE 2902.1)

SPECIAL APPROVALS - N/A

Special approval: (Local Jurisdiction, Department of Insurance, OSC, DPI, DHHS, etc., describe below)

_____________________________________________________________________________________________

_____________________________________________________________________________________________

ENERGY SUMMARY - N/A - ONLY CHANGES TO EXISTING ENVELOPE ARE WINDOW INFILL

2018 APPENDIX B

BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

STRUCTURAL DESIGN

(PROVIDE ON THE STRUCTURAL SHEETS IF APPLICABLE) - NO CHANGES TO EXISTING

2018 APPENDIX B

BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

MECHANICAL DESIGN

(PROVIDE ON THE MECHANICAL SHEETS IF APPLICABLE)

MECHANICAL SUMMARY  - SEE MECHANICAL DRAWINGS

2018 APPENDIX B

BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

ELECTRICAL DESIGN

(PROVIDE ON THE ELECTRICAL SHEETS IF APPLICABLE)

ELECTRICAL SUMMARY - N/A - REUSING EXISTING LIGHTING FIXTURES

NCSPA Maritime Building - Replace IT HVAC System

Port Of Wilmington, 2202 Burnett Blvd, Wilmington, NC 28401

910Barry Addertion 251 5676

barry_addertion@ncports.com

NCDOT - NCSPA

Sawyer Sherwood & Associates, PC Doug Sherwood

10075
910 762-0892

doug@s2a3.com

N/A

Cheatham & Associates, PA
Mark Ciarrocca 17593

910 452-4210

mciarrocca@cheathampa.com

Kenneth Lynch

17655
910 452-4210

klynch@cheathampa.com

N/A

N/A

Cheatham & Associates, PA

N/A

N/A

N/A

N/A

Business

Business

1965

Numerous

No

(ASSUMED)

Wet

- - -

14,510
-

14,510

- - -

13,400
-

13,400

- - -

27,910
-

27,910

Existing

55 25'-9" (Existing)

2 2 (Existing)

PERCENTAGE OF WALL OPENING CALCULATIONS - NO CHANGES TO EXISTING

FIRE SEPARATION DISTANCE

(FEET) FROM PROPERTY LINES

DEGREE OF OPENINGS

PROTECTION

(TABLE 705.8)

ALLOWABLE AREA

(%)

ACTUAL SHOWN ON PLANS

(%)

Emergency Lighting:

Exit Signs:

Fire Alarm:

Smoke Detection Systems:

Carbon Monoxide Detection:

LIFE SAFETY SYSTEM REQUIREMENTS- NO CHANGES TO EXISTING

No

No

No

No

No

Yes

Yes

Yes

Yes

Yes

Partial _______

LIFE SAFETY PLAN REQUIREMENTS- NO CHANGES TO EXISTING
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C

C
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