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SECTION 101423.16 - ROOM-IDENTIFICATION PANEL SIGNAGE

PART 1 - GENERAL
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SUMMARY

Section includes room-identification signs that are directly attached to the building.

DEFINITIONS

Accessible: In accordance with the accessibility standard.

COORDINATION

Furnish templates for placement of sign-anchorage devices embedded in permanent construction by other
installers.

Furnish templates for placement of electrical service embedded in permanent construction by other
installers.

ACTION SUBMITTALS
Product Data: For each type of product.

Shop Drawings: For room-identification signs.

1. Include fabrication and installation details and attachments to other work.

2. Show sign mounting heights, locations of supplementary supports to be provided by other
installers, and accessories.

3. Show message list, typestyles, graphic elements, including raised characters and Braille, and

layout for each sign at least half size.

Samples: For each type of sign assembly, exposed component, and exposed finish.

1. Include representative Samples of available typestyles and graphic symbols.

Product Schedule: For room-identification signs. Use same designations indicated on Drawings or
specified.

INFORMATIONAL SUBMITTALS
Qualification Data: For Installer.

Sample Warranty: For special warranty.

CLOSEOUT SUBMITTALS

Maintenance Data: For signs to include in maintenance manuals.
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1.7 QUALITY ASSURANCE
A Installer Qualifications: Manufacturer of products.
1.8 FIELD CONDITIONS
A Field Measurements: Verify locations of anchorage devices embedded in permanent construction by other
installers by field measurements before fabrication, and indicate measurements on Shop Drawings.
1.9 WARRANTY
A. Special Warranty: Manufacturer agrees to repair or replace components of signs that fail in materials or

workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Deterioration of finishes beyond normal weathering.

b. Deterioration of embedded graphic image.

C. Separation or delamination of sheet materials and components.
2. Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1

2.2

A

PERFORMANCE REQUIREMENTS

Accessibility Standard: Comply with applicable provisions in the ABA standards of the Federal agency
having jurisdiction and ICC A117.1

ROOM-IDENTIFICATION SIGNS

Unframed Panel Signs: Fabricate unframed panel signs with edges mechanically and smoothly finished to
conform with the following requirements:

1. Basis of Design: Subject to compliance with requirements, provide basis of design indicated or
comparable products by one of the following:

Takeform; Fusion Quad (Basis of Design)
ASI Sign Systems

Best Sign Systems, Inc.

Poblocki Sign Company

Signature Signs

2/90 Sign Systems, Inc.

OO0 T

2. Signs: Nominal 3/16-inch-thick, plastic or phenolic, with the following:

a Raised characters, 1/32 inch minimum, at least 5/8 inch high but not higher than 2 inches;

b. Raised numbers, 1/32 inch minimum, at least 1-inch high numbers;

c Raised Braille, 1/32 inch minimum, Grade 2;

d Signs shall be etched and have raised integral symbols and letters. Applied symbols and
letters are not acceptable.

e. Each room sign shall list the room number and a room identification name in both Braille
and in the characters and numbers described above.

w

Character Font: As selected by Architect.
4. Size: As indicated on Drawings.
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5. Exterior Signs: Provide fiberglass units for exterior applications.
6. Signs Mounted on Glass: Provide opaque sheet matching sign material and finish onto opposite
side of glass to conceal back of sign.
a. Color: Color matching sign or black. Confirm final color selection with Architect.
7. Copy for each sign shall be provided during the Construction Phase of the project.
8. Handicapped Symbols: Provide one combination handicapped symbol, male and female

2.3

2.4

2.5

caricatures, and room identification sign for every room where handicapped facilities are provided,
such as toilet rooms.

9. Color: Color for background and letter colors as selected by Architect from manufacturer's full
range in non-glare finish.

10.  Mounting Height Above Floor: 48 inches minimum above floor measure to baseline of lowest
raised character and 60 inches maximum above floor measured to baseline of highest raised
character.

SIGN MATERIALS

Aluminum Sheet and Plate: ASTM B209, alloy and temper recommended by aluminum producer and
finisher for type of use and finish indicated.

Aluminum Extrusions: ASTM B221, alloy and temper recommended by aluminum producer and finisher
for type of use and finish indicated.
Plastic Laminate: Provide high-pressure laminate engraving stock with face and core plies.

1. Color: As selected by Architect from manufacturer's full range.

ACCESSORIES

Fasteners and Anchors: Manufacturer's standard as required for secure anchorage of signs, noncorrosive
and compatible with each material joined, and complying with the following:

1. Use concealed fasteners and anchors unless indicated to be exposed.

2. For exterior exposure, furnish stainless-steel devices unless otherwise indicated.

Adhesive: As recommended by sign manufacturer.

Two-Face Tape: Manufacturer's standard high-bond, foam-core tape, 0.045 inch thick, with adhesive on
both sides.

FABRICATION

General: Provide manufacturer's standard sign assemblies according to requirements indicated.

1. Preassemble signs and assemblies in the shop to greatest extent possible. Disassemble signs and
assemblies only as necessary for shipping and handling limitations. Clearly mark units for
reassembly and installation; apply markings in locations concealed from view after final assembly.

2. Mill joints to a tight, hairline fit. Form assemblies and joints exposed to weather to resist water
penetration and retention.

3. Conceal connections if possible; otherwise, locate connections where they are inconspicuous.

4. Provide rabbets, lugs, and tabs necessary to assemble components and to attach to existing work.

Drill and tap for required fasteners. Use concealed fasteners where possible; use exposed fasteners
that match sign finish.
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2.6

2.7

Subsurface-Etched Graphics: Reverse etch back face of clear face-sheet material. Fill resulting copy with
manufacturer's standard enamel. Apply opaque manufacturer's standard background color coating over
enamel-filled copy.

GENERAL FINISH REQUIREMENTS

Protect mechanical finishes on exposed surfaces from damage by applying a strippable, temporary
protective covering before shipping.

Appearance of Finished Work: Noticeable variations in same piece are not acceptable. Variations in
appearance of adjoining components are acceptable if they are within the range of approved Samples and
are assembled or installed to minimize contrast.

ALUMINUM FINISHES

Powder-Coat Finish: AAMA 2603 except with a minimum dry film thickness of 1.5 mils. Comply with
coating manufacturer's written instructions for cleaning, conversion coating, and applying and baking
finish.

PART 3 - EXECUTION

3.1

A

INSTALLATION

General: Install signs using mounting methods indicated and according to manufacturer's written
instructions.

1. Install signs level, plumb, true to line, and at locations and heights indicated, with sign surfaces
free of distortion and other defects in appearance.

2. Install signs so they do not protrude or obstruct according to the accessibility standard.

3. Before installation, verify that sign surfaces are clean and free of materials or debris that would

impair installation.

Accessibility: Install signs in locations on walls as indicated on Drawings and according to the
accessibility standard.

Mounting Methods:

1. Interior Signage: Manufacturer's standard two-face tape and silicone-adhesive mounting, unless
otherwise indicated.

a. Adhesive: Clean bond-breaking materials from substrate surface and remove loose debris.
Apply linear beads or spots of adhesive symmetrically to back of sign and of suitable
quantity to support weight of sign after cure without slippage. Keep adhesive away from
edges to prevent adhesive extrusion as sign is applied and to prevent visibility of cured
adhesive at sign edges. Place sign in position, and push to engage adhesive. Temporarily
support sign in position until adhesive fully sets.

b. Two-Face Tape: Clean bond-breaking materials from substrate surface and remove loose
debris. Apply tape strips symmetrically to back of sign and of suitable quantity to support
weight of sign without slippage. Keep strips away from edges to prevent visibility at sign
edges. Place sign in position, and push to engage tape adhesive.

2. Exterior Signage: Drill holes in substrate using predrilled holes in sign as template. Countersink
holes in sign if required. Place sign in position and flush to surface. Install through fasteners and
tighten.
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3.2 ADJUSTING AND CLEANING
A Remove and replace damaged or deformed signs and signs that do not comply with specified
requirements. Replace signs with damaged or deteriorated finishes or components that cannot be
successfully repaired by finish touchup or similar minor repair procedures.
B. Remove temporary protective coverings and strippable films as signs are installed.
C. On completion of installation, clean exposed surfaces of signs according to manufacturer's written

instructions, and touch up minor nicks and abrasions in finish. Maintain signs in a clean condition during
construction and protect from damage until acceptance by Owner.

END OF SECTION 101423.16
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